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Linear Doypack  

Kinematical speed (cycles/min): 25 

Dosing range (lt): 0,2 - 1 

Max machine length (mm): 4250 

Max machine width (mm): 1500 

Max machine height (mm): 2550 

Max machine weight (kg): 1100 

Compressed air supply (bar): 6 

Power (kW): 5,3 

 Linear Doypack 

Linear Doypack-type Bag Filling and Sealing Machine 

Linear machine designed to fill 200 to 1,000 ml Doypack-type 

ready-made bags with liquid, viscous, small piece, grain or 

powdery products. It is supplied with bags through a magazine. 

The machine automatically performs the following functions: 

• Transporting a bag from the magazine to the filling station 

• Date printing on a transversal sealing of the bag 

• Bag inflation with clean compressed air or inert gas 

• Product dosing 

• Bag sealing 

• Transferring the finished product to the conveyor belt 

Depending on the filler, the machine is suitable for packing a 

range of products: 

• With a volumetric dosing system for liquids such as 

sauces, wine, detergents, etc. 

• With a flow weigher (linear or multi-headed) for dry 

products such as nuts, olives, seeds, biscuits, dried figs, 

coffee (grain), etc. 

 

General Features: 

• 100% stainless, robust construction. 

• Easy and simple maintenance. 

• Can be combined with different types of fillers. 

• Easy to change between bags of different dimensions and 

types. 

• Date printing. 

• Compact dimensions. 

• High dosing accuracy, easy and quick changes. 

• Electronic circuit console with high quality components, in 

accordance with European Union directives for 24V 

connections. 

• Made in Europe. 

• Discharge belt conveyor. 

 

Optional: 

• Operation with bags baring zip. 


